
Floor

Floor cover guard

The original cover guard product was developed for the 
temporary protection of all types of floor finishes.  It was 
specifically designed for use within the industrial sectors of rail, 
aviation, naval, cruise, ferry, luxury yacht, offshore, construction, 
for new building, refit, repair and maintenance.

Temporary protection for all types of finished surfaces including floors, walls, bulkheads, 
weatherdecks and furnishings.  Also suitable for wrapping, covering and containment.

General Applications

CG1036/72DP CG1336/72DP CG2536/72DP CG4036/72DP

Floor Cover Guard 
(CG1036 DP- CG4036 DP)

LPS 1207
Certificate No.

1058a/02

LPS 1207
Certificate No.

1058a/02

LPS 1207
Certificate No.

1058a/02

LPS 1207
Certificate No.

1058a/02

Warrington Fire Research
IMO Resolution A.471(XII) as amended by Resolution IMO res. A652 

(14)
-

WARRES No.
302358
05/07/01

WARRES No.
302360
05/07/01

WARRES No.
302362
05/07/01

Warrington Fire Research
FAR Part 25: Appendix F, Part 4 “Vertical Test” -

WARRES No.
302407
21/07/01

WARRES No. 
302409
21/07/01

WARRES No. 
302411

21/07/01

French M1 Standard
SME Centre de Recherches da Bouchet - -

Certificate No.
12359-05
30/06/05

-

CG1036DP CG1072DP CG1336DP CG1372DP CG2536DP CG2572DP CG4036DP CG4072DP

Colour Ocean Blue

Description Flame-retardant polyethylene deck plate with a non-slip diamond pattern

Roll 
Width

m 0.91 1.82 0.91 1.82 0.91 1.82 0.91 1.82

inches 35.8 71.6 35.8 71.6 35.8 71.6 35.8 71.6

Roll 
Length

m 120 120 110 110 55 55 36 36

feet 393.7 393.7 360.9 360.9 180.4 180.4 118.1 118.1

Roll 
Area

m² 109 218 100 200 50 100 33 66

feet² 1173 2346 1076 2152 538 1076 355 710

Roll 
Weight

kilos 28 56 33 66 31 62 32 64

lbs 61.7 123.5 72.8 145.5 68.4 136.7 70.6 141.1

Material 
Thickness

mm 0.25 0.25 0.33 0.33 0.63 0.63 1.0 1.0

micron 250 250 330 330 635 635 1000 1000

Recommended by: 
Ministry of Defence DNES

Recognised by:
 Maritime and Coastguard 

Agency (MCA)

General Approvals:  
Lloyds Register of Shipping

Full test report available 
upon request.

Approvals & Testing

tel: +44 (0) 1489 776030 www.coverguard.com




